
MC-Box

The revolutionary 
packaging concept 

for heavy goods. 



MC-Fix
The intelligent 
interlocking system.

MC-Liner
The ultra-stable 
multi-layer sheet.

The ultra-stable cardboard layer sheet MC-Liner is glued 

in a special process (multi-cross) with a wet strength glue 

(certified). Corrugated channels at alternating angles help 

to achieve outstanding stability.

The interlocking metal or plastic elements allow the 

MC-Box to be assembled extremely fast and form particu-

larly strong corner joints. As no nails and metal fittings are 

used, no tools are required.



MC-Box
The innovative 
modular packaging.

The MC-Box is revolutionary new packaging for exports. 

Many other solutions are possible in addition to the  

versions already available for 2 and 3 tonne loads.

MC-Basic
The robust 
platform.

The MC-Box platform can be selected according to the 

relevant requirements. Load carriers made of ESB sheets 

with runners, Inka pallets, wooden pallets or pallets made 

of corrugated board (Cone Pal®) can be used.

MC 2x2
2 tonne 

load

MC 3x3
3 tonne 

load

The MC-Boxes can be made 
with a board dimension up to

2200 mm x 6000 mm.



Building the 
MC-Box is 
incredibly easy:

1. Supplied flat-pack

3. Insert side panels

5. Insert the front panel

7. Put on the cover sheet

2. Base sheet with MC-Fix modules

4. Easy loading

6. Attach the MC-Fix modules

8. Attach transport belts and wrap

Transported 
goods

Non wood
MC-Box



1. Non-wood = easier exports: 

No restrictions for export regulations thanks to the 

materials used: sides made of corrugated board, 

corner joints made of metal or plastic, base made of 

ESB sheets with runners or corrugated board pallets.

Contrary to untreated wooden packaging, there are no 
restrictions on exports in the EU, Canada, USA, Mexico and 
Asia. Untreated wood can carry vermin and therefore must be 
treated by a certified company for international transport.

2. Low tare weight: 

Compared to wood, the weight of the cardboard sheet 

is up to approx. 40% lower. This has significant 

advantages for handling and transport costs.

3. Phenomenal stability: 

Higher than average strength properties are achieved 

thanks to multi-cross adhesion. As a result, extreme 

loading and stress values can be reached.

4. Flexible application possibilities: 

The MC-Box is perfectly suited for use with small and 

even the smallest of batches and is suitable for almost 

all heavy transported goods.

5. Maximum adaptability: 

The size of the MC-Box can be adjusted up to a 

maximum sheet size of 2200 mm x 6000 mm for each 

product.

6. Space-saving storage: 

Unlike common wooden boxes, each MC-Box is 

dismantled individually and delivered palletised. The 

loading capacity for delivery is therefore considerably 

reduced and the MC-Box can be stored in a space-

saving manner.

7. Repeated use: 

Thanks to its modular construction, the MC-Box can 

be used several times. Damaged or missing elements 

are simply replaced with new ones.

8. Simple assembly and dismantling: 

The MC-Box can easily be assembled and dismantled 

by just one person thanks to the interlocking elements.

9. Ergonomic design:

Thanks to the intelligent interlocking system, 

transported goods can be easily accessed. Therefore, 

the physical effort of the packing and unpacking 

process can be reduced significantly and becomes 

more ergonomical.

10. Minimal tool use:

Only one strapping tool is required to close the 

packaging securely. There is no need to use any other 

tools and auxiliaries.

11. Increased operational security:

The risk of injury is considerably reduced thanks to the 

omission of nails and metal fittings.

12. Swift unpacking:

In only a few movements, the walls of the MC-Box can 

be easily removed and the transported goods are 

quickly accessed.

13. Optimum recyclability:

The MC-Box is almost 100% recyclable because it is 

predominantly made up of corrugated board.

14. Effective advertising:

The surfaces of the MC-Box provide an excellent 

opportunitiy for advertising and can be printed 

individualy.

15. Increased efficiency in the packaging process:

By changing to the MC-Box, efficiency in the 

packaging process can be noticeably increased.

16. First class practical experience:

The MC-Box is already being successfully used by 

reputable companies across the globe.

16 reasons to use the MC-Box
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Rondo
Ganahl Aktiengesellschaft
AT-6820 Frastanz, Rotfarbweg 5
Tel.: +43 (0)5522 51841-0
Fax: +43 (0)5522 51841-501
frastanz@rondo-ganahl.com

Rondo 
Ganahl Aktiengesellschaft
AT-8181 St. Ruprecht/Raab, Rondostr. 241
Tel.: +43 (0)3178 5100-0
Fax: +43 (0)3178 5100-630
st.ruprecht@rondo-ganahl.com

Rondo Hullámkartongyártó Kft.
HU-1239 Budapest, Ócsai út 5.
Levélcím: H-1734 Bp., Pf. 42.
Tel.: +36 1 289-2300
Fax: +36 1 289-2399
budapest@rondo-ganahl.com

SC Rondocarton SRL
RO-407042 Sânnicoara/Apahida, jud. Cluj
Str. Aviatorilor Nr. 2A
Tel.: +40 (0)264 4160-06
Fax: +40 (0)264 4160-07
cluj@rondo-ganahl.com

SC Rondocarton SRL
RO-130089 Târgoviste/jud. Dâmboviţa
Str. Laminorului Nr. 40
Tel.: +40 (0)245 2075-30
Fax: +40 (0)245 2075-31
targoviste@rondo-ganahl.com

MKB Oluklu Mukavva Kutu ve
Ambalaj San. Tic. A.Ş
TR-34956 Tuzla/Istanbul
Aydınlı KOSB Mah. Melek Aras Bulvarı No: 37 
Tel.: +90 216 59318-93 (PBX)
Fax: +90 216 59318-98
istanbul@rondo-ganahl.com

Walz Verpackungen GmbH
DE-88515 Langenenslingen/Ittenhausen
Bruttelweg 1
Tel.: +49 (0)7376 9625-0
Fax: +49 (0)7376 1681
info@walz-verpackungen.de

www.rondo-ganahl.com


